
First Step:

1. Mark centerline of lock-set assembly on doorstop

2. Mount jig to door jamb, flush against door stop, in 
relation to centerline.

3. Mortise both smaller square 1/8”deep

4. Remove jig and rotate jig 180° to Second Step
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Tools Needed

Centerline

Second Step:

1. Mount jig to door jamb, flush against door stop, in 
relation to centerline

2. Mortise larger square a minimum of 1 3/4” deep.

3. Remove jig and sand finish

1-3/4” Deep

1/8” Deep 

1/8” Deep 
Centerline

Plunge Base Router
 Suggestion: DEWALT Router Fixed/Plunge Base Kit, Variable Speed, 1.25-HP Max Torque (DWP611PK)

Router Bushing Guide
 Suggestion: PORTER-CABLE Router Template Guide, 9-Piece (42000)

¼” Spiral Down Cut Router Bit - 1/4 inch Cutting Diameter, 1/4 inch Shank, 3 inch Long
 Suggestion: SpeTool Spiral Router Bits with Down Cut 1/4 inch Cutting Diameter, 1/4 inch Shank 3 inch 
Extra Long HRC55 

https://www.amazon.com/dp/B081PVPRHT/ref=cm_sw_em_r_mt_dp_U_Gbm.EbTGG6S3G
https://www.portercable.com/products/accessories/woodworking-accessories/specialty-accessories/template-guides/router-template-guide-set-9-pc/42000
https://www.dewalt.com/products/power-tools/routers-planers-and-joiners/routers/114-hp-max-torque-variable-speed-compact-router-combo-kit-with-leds/dwp611pk
https://residentialelevators.com/

