
Auto Landing Doors (2-speed) Additional Framing Requirements

REQUIRED AT ALL LANDINGS.
DOOR HEADER MUST BE FULL
WIDTH OF ELEVATOR HOISTWAY

ROUGH OPENING HEIGHT

90"-91" FOR 6'-8" CAB
106"-107" FOR 8'-0" CAB

OVERHEAD CLEARANCE 
REQUIREMENTS 

106" MIN. for 6'8" Cab Height 
120" MIN. for 8'0" Cab Height

Above Top Floor Access Panel 
(Traction Only)

113" MIN. for 6'8" Cab Height 
127" MIN. for 8'0" Cab Height

TOTAL
TRAVELRECOMMENDED:

PREFERRED DOOR
ENTRANCES
 TO BE OPEN

FULL WIDTH OF
HOISTWAY

AT ALL
LANDINGS

BOTTOM FLOOR
LANDING

10" PIT DEPTH
MINIMUM

PLYWOOD (PREFERRED) OR
DRYWALL. (LOCAL AUTHORITY
HAVING JURISDICTION MAY
HAVE ADDITIONAL
REQUIREMENTS.)

REINFORCED CONCRETE
SLAB REQUIRED TO WITHSTAND
THE FOLLOWING IMPACT LOADS
TRACTION = 5100 LBS. HYDRAULIC = 3900 LBS.

ELEVATOR PIT

(ABOVE FINISHED FLOOR)

THE INFORMATION CONTAINED HEREIN IS SOLELY OWNED BY RESIDENTIAL ELEVATORS. ANY REPRODUCTION
IN PART OR AS A WHOLE WITHOUT WRITTEN PERMISSION FROM RESIDENTIAL ELEVATORS IS STRICTLY PROHIBITED.
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Elevating Your Standard of Living

(2) 2" x 10" HEADER
1
2" PLYWOOD FLITCH IN BETWEEN

(2) 2" x 10" HEADER
1
2" PLYWOOD FLITCH IN BETWEEN

REQUIRED AT ALL LANDINGS.
DOOR HEADER MUST BE FULL
WIDTH OF ELEVATOR HOISTWAY

GC IS RESPONSIBLE
TO FILL GAPS AFTER DOOR
INSTALLATION

1.5" 1.5"

9 
1 4"

1
2"

ALLOWABLE:
15" MAX RETURN
ON RAIL SIDE

ALLOWABLE:
15" MAX RETURN
ON RAIL SIDE

(1) 2" x 6" FOOTER
REQUIRED AT ALL LANDINGS.

1.5"

5 
1 2"

PROVIDE OPEN AREA
FOR ACCESS PANEL

WOOD OR CONCRETE IS ACCEPTABLE

WOOD OR CONCRETE IS ACCEPTABLE

WOOD OR CONCRETE IS ACCEPTABLE
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